
The space 

Black box studio  
Capacity: 145  
Sound  
Yamaha GA24/12 Mixing Console (Booth mix position) 
1 x outboard rack with Graphic, fx and playback 
Dynacord CMS 1600-3 mixing console (auditorium mix position) 
2 x EV ELX 115P Active Loudspeakers  
Selection of Mikes, stands, di, cables etc available on request  

Lighting 
5 x 600w Strand SL 15/32  
3 x 600w Strand SL 23/50  
4 x 600w Strand SL 26 degrees  
2 x 600w Strand SL 19 degrees  
8 x 1200w Strand Cantata F  
10 x par 64 cp61  
4 x 1000w Strand Iris Floods  
48 x 2.5k dimmer channels  
 
Rigging 
Lighting Grid 14m x 12m over floor  
Clearance to Grid 6.5m  
Clearance to Walkway / Gantry around grid 4m  
 
Stage 
Matt Black Painted Cement Floor  
Width: 8m stage end  
Width: 5.5m wide between stage left and stage right bleachers,  
Depth: 8m from back upstage wall to front row seats of centre  
Bleachers.  
Playing Area (generally) 3.5m Wall Upstage to “Downstage Edge”  
by 7m wide between stage left and stage right fire aisle walkways and 
exits.  
 
 
 



Power  
4x13A isolated clean earth power audio power outlets at “stage” end of 
room.  
4x 13A general circuits available at “stage” end of room.  
 
Access 
Access through Stage Door 5m push to stage / floor level.  
 


